
GALILEO è una macchina sarchiatrice costruita per la protezione interfilare delle colture.
Viene apprezzata per la robustezza, l’affidabilità e la versatilità operativa, è infatti adatta a lavorare su colture diverse nelle più 
svariate condizioni di terreno .
L’assenza di punti di saldatura nella struttura dell’elemento, ne esalta le qualità costruttive di resistenza, particolarmente        
apprezzate nei terreni più difficili.
Oltre ad operare in tutte le interfila più comuni, a richiesta, sono disponibili configurazioni di lavoro personalizzate.
Tutti i modelli prevedono, tra gli accessori, diversi allestimenti per elemento operatore, oltre alla possibilità di localizzare              
il fertilizzante mediante uno spandiconcime volumetrico.

GALILEO is a cultivator machine built for inter-row work on crops.
It’s prized for its robustness, reliability and operational versatility, it’s indeed suitable to different crops on various soil                   
conditions.
The absence of welding joints in the element body of the element enhances its structural resistance quality of particular value 
when working on more difficult soils.
Inter-row distances are those commonly used but customized inter-row distances are also available on request.
All models include among the accessories different additions to the operating element, as well as the option to localize the 
fertilizer using a volumetric spreader.
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n° file
n° row

interfila
row distance

ingombro stradale
transport width

larghezza lavoro
working width

quantità concime
fertilizer quantity

potenza richiesta
required power 

peso
weight (kg)

base
basic

spandi
fertilizer

4 (cm) 70/75 (mt) 2,55 (cm) 300 (lt) 1000 (hp) 60/70 790 1050

6 (cm) 70/75 (mt) 2,55 (cm) 450 (lt) 1000 (hp) 70/80 1010 1310

8 (cm) 70/75 (mt) 2,55 (cm) 600 (lt) 1000 (hp) 80/100 1120 1420

6 (cm) 45/50 (mt) 2,55 (cm) 270 (lt) 1000 (hp) 60/70 910 1140
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